
Feature STANDARDS

ISO/IEC 11801 Ed.2.2:2011-06

DIN EN 50173-1:2011-09 

TIA/EIA-568-C.2 (2009-08) 

IEC 60603-7-5 Ed.1 (12/2008)

ROHS 2.0 and Reach compliant.

Housing Zinc alloy Operating temperature: -10~+60℃

IDC TERMINAL PC TERMINAL:PHOSPHOR BRONZE,TIN PLATING Storage temperature: -40~+70℃

RJ 45 JACK PHOSPHOR BRONZE 8P8C GOLD PLATED Operation humidity: 10%~85%

PCB FR-4 1.2mm UL 94V0 Storage humidity: 10%~85%

RJ45 Contact Life 750 Times Min 

Plug inforce ＜30N

PoE PoE per IEEE 802.3af, 

PoE+ per IEEE 802.3at 

PoE++ per IEEE 802.3bt 

Conductor diameter: Solid 0.40 - 0.65 mm AWG 26/1 - AWG 22/1

Cable diameter: 5.0-8.5mm

Item  No. Color

M138

Package

1pc/PE Bag+Nambo LabelWhite+Silver

version:V0

Suitable for 1port, 2port, 3port blank face plate and 0.5U,1U,blank patch panel

Suitable for CAT.6A, CAT.7, CAT.7A SFTP LAN Cable

Application:

▪The end of the cable inserted into the IDC is blocked by plastic,which completely eliminates
the contact between the core wire and the shell
▪Redesign the chamfer of the zinc alloy back cover crimping part,the installation process
becomes very easy
•3P and Delta Certified,suitable for all deginable wall outlet.
▪Fully shielded Housing(zinc alloy)
▪360 degree Fully shielded
▪Contact Gold plating
▪180 degree cable entry
▪For cable AWG 22-26(0.40-0.65mm)
▪For cable OD: 5.0-8.5mm
•10 Gigabit-Ethernet compliant (IEEE 802.3an)
•Permanent Link Test ISO 11801 (PL2)Class Ea 15M,50M,90M
▪L×W×H :34.6×14.8×19.08mm

Application

Package

 DESCRIPTION Environment

Super slim Cat.6A/Class  EA Keystone 
Jack(Module) STP Toolless 180 degree  Zinc 
Alloy  14.8mm 
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